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Max. outrigger force: 440 kN
Outrigger support pads: 750x600 mm
Ground pressure: 1 N/mm2
Jib can be unfolded through 360°
Luffing the jib can be controlled from the 
crane cab
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50
0° 30°

3,5 9000 9000 3,5
11,5 9000 9000 11,5
12 9000 8595 12
13 9000 7810 13
14 8315 7155 14
15 7670 6595 15
16 7115 6115 16
17 6630 5700 17
18 6205 5330 18
19 5830 5005 19
20 5495 4715 20
21 5195 4460 21
22 4925 4225 22
23 4680 4010 23
24 4460 3820 24
25 4255 3645 25
26 4070 3480 26
27 3895 3330 27
28 3735 3195 28
29 3590 3065 29
30 3450 2950 30
31 3325 2835 31
32 3205 2735 32
33 3095 2635 33
34 2990 2545 34
35 2890 2460 35
36 2795 2380 36
37 2710 2305 37
38 2625 2235 38
39 2550 2165 39
40 2475 2100 40
41 2405 2040 41
42 2335 1980 42
43 2270 1925 43
44 2210 1900 44
45 2155 45
46 2100 46
47 2045 47
48 1995 48
49 1945 49
50 1900 50

11,3t 7,66x7,5m 360°


