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Max. outrigger force: 520 kN
Outrigger support pads: 750x600 mm
Ground pressure: 1,15 N/mm2

Jib can be unfolded through 360°
Luffing the jib can be controlled from the crane cab
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60
0° 30°

3,5 10.000 5.000 3,5
13,2 10.000 5.000 13,2
14 9.335 5.000 14
15 8.610 5.000 15
16 7.985 5.000 16
17 7.445 5.000 17
18 6.965 5.000 18
19 6.545 5.000 19
20 6.170 5.000 20
21 5.830 5.000 21
22 5.530 4.740 22
23 5.255 4.500 23
24 5.000 4.285 24
25 4.775 4.085 25
26 4.560 3.905 26
27 4.370 3.735 27
28 4.190 3.580 28
29 4.025 3.440 29
30 3.870 3.305 30
31 3.725 3.180 31
32 3.590 3.065 32
33 3.465 2.955 33
34 3.350 2.855 34
35 3.235 2.755 35
36 3.130 2.665 36
37 3.035 2.580 37
38 2.940 2.500 38
39 2.855 2.425 39
40 2.770 2.350 40
41 2.690 2.285 41
42 2.615 2.220 42
43 2.545 2.155 43
44 2.475 2.095 44
45 2.410 2.040 45
46 2.345 1.985 46
47 2.290 1.935 47
48 2.230 1.885 48
49 2.175 1.840 49
50 2.125 1.795 50
52 2.025 1.700 52
54 1.935 54
56 1.850 56
58 1.775 58
60 1.700 60

14,3t 7,66x7,95m 360°
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